
UoM ISO080 ISO101 ISO115 ISO136

VERSION Standard Standard Standard Standard

HEAT CLASS
Class "A" 

Impregnated

Class "A" 

Impregnated

Class "A" 

Impregnated

Class "A" 

Impregnated

CREPE PAPER WEIGHT gsm 80 ± 5 100 ± 5 115 ± 5 130 ± 5

THICKNESS (CREPE) mm.
min 0,24 

max 0,27

min 0,33  

max 0,38

min 0,40  

max 0,43

min 0,29  

max 0,33

DENSITY gr/cm³ 0,320 0,300 0,440 0,420

TENSILE STRENGTH (MD)
kN/m 

(N/15mm)

> 2,5 kN/m     

>40N

> 3,00 kN/m              

(> 45 N)

> 3,00 kN/m 

(> 50 N)

> 3,33 kN/m 

(> 50 N)

ELONGATION (MD) % > 60 % > 65% > 60 % > 60 %

ACQUEOUS EXTRACT Ph 6-8 6-8 6-8 6-8

COND.ACQUEOUS EXTRACT             * mS/m < 8 < 8 < 8 < 8

ASH CONTENT                                   ** % < 1 < 1 < 1 < 1 

ELECTRIC STRENGTH kV/cm 240 260 240 240

NITROGEN CONTENT % // // // //

DISSIP.FACTOR (TAN.DELTA) 55° % 0,155% 0,154% 0,258% 0,258%

DISSIP.FACTOR (TAN.DELTA) 115° % 0,289% 0,189% 0,448% 0,448%

* typical value 0,4        ** typical value 0,5

INSULATING CREPE PAPER GRADES FOR BUSHINGS AND BUSBAR SYSTEMS                                                                                                                   


